








MAINTENANCE
Daily checks are facilitated through easy access 
to the maintenance points. The large engine hood 
opening, allowing optimum access to the main engine 
components and to the daily control points (water, 
engine oil, filters…) are positioned to facilitate the 
maintenance operations. Moreover, the dashboard 
is extremely user-friendly and intuitive. It offers the 
operator rapid familiarization and maximum safety on 
the worksite.

SAFETY
The C08 has a protected, ergonomic and functional command 
board equipped with hour meter, starter key and horn to 
maximise the operator safety on jobsites.

It is also equipped with a lockable parking break lever and a 
dual filter system protecting the engine in order to work in hard 
conditions.
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EQUIPMENT
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Steel wheels



TECHNICAL SPECIFICATIONS

POWER POWER+ HI TIP HI TIP+
Operating weight 560 kg 665 kg 670 kg 770 kg

[ WEIGHT ]

Transmission Hydrostatic

Hydraulic pumps
2 pumps with variable fl ow for the translation 

1 pump with fi x fl ow for the equipment

[ HYDRAULIC SYSTEM ]

Type LN 100 AE
Fuel Diesel
Net power 10 HP

[ ENGINE ]

Track width 180 mm
Type Track rollers

[ UNDERCARRIAGE ]

Max. travelling speed 4 km/h
Payload 800 kg
Dump vessel capacity – struck (POWER) 0,34 m3

Dump vessel capacity – heaped (POWER) 0,45 m3

Dump vessel capacity – struck (POWER+, HI TIP, HI TIP+) 0,28 m3

Dump vessel capacity – heaped (POWER+, HI TIP, HI TIP+) 0,36 m3

[ PERFORMANCE ]
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Yanmar Construction Equipment Europe
25, rue de la Tambourine, 52100 SAINT-DIZIER
France

ycee-contact@yanmar.com

www.yanmarconstruction.eu
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